
  

 

 

Recommended For 

Utility Scale Ground Mounted 

Key Feature 

High module efficiency 

Not Your Average Solar Provider 

Our Products Categories 
Plus power tolerance:0~+ 3%. 

Independently developed anti-reflective and self-cleaning 
glass surface reduces power loss from dirt and dust. Solar Module PV Glass 

Excellent performance under low light environments, 
create better kWh/kW ratio and produce 2- 3% more 
electricity average in average. Solar Thermal Collector 

Solar Consumer Products 

Solar cell 

Certified by TUV to withstand high level of wind loads 

(2400Pa) and snow loads (5400Pa)*. 

Best Quality 

Junction box and bypass diodes guarantee the modules 
free of overheating and “hot spot effect”. Guaranteed Performance** 
Compatible with industry standard inverters and  
Mounting systems. 
Guarantee minimal maintenace effort required. 
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0 Years Manufacturing Warranty 

2 Years Warranty,90% Power Output 

1 00% EL double-inspection ensures modules free of 

5 Years Warranty,80% Power Output defects. 

Free module recycling through 
membership in the PV Cycle Association 

Potential Induced Degradation (PID) free. 

* 

* 

Please refer to Topray Safety and Installation Manual for details. 

*Please refer to Topray Limited Product Warranty for details. 
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Poly Crystalline Photovoltaic Module 




